Description


Driver for Windows 95 Dial-Up Network connections over ISDN lines using Microsofts ISDN Accelerator Pack. It features fast access to the internet, corporate networks, and online services. The AVM NDIS WAN CAPI driver supports the media ISDN with RAS (Remote Access Services) or WinSock. The driver registers to the COMMON-ISDN-API 2.0 (CAPI 2.0) and is able to share ISDN hardware with numerous other ISDN applications.
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�Architectural Model


Features


ISDN wide area internetworking (64000 bit per second)


Ready to use with Microsoft ISDN Accelerator Pack


Remote access and internet/intranet access 


Access to Microsoft RAS


Easy to install and use


Fast connection set-up


National and international  ISDN D channel signalling


Support for Multiple Subscriber numbers 


ISDN adapter (ISA/PCI/PCMCIA) addressed by CAPI 2.0


All Microsoft RAS features supported, such as PPP over ISDN framing, encryption, data compression, TCP/IP, IPX/SPX, and NBF transport


Compatibility


Remote Access Server:�NT-RAS Server, NetWare MultiProtocol Router for ISDN, NetWare Connect for ISDN�and all ISDN remote access server / router compliant to PPP over ISDN (RFC 1618)


Supported API’s: COMMON-ISDN-API 2.0, TAPI, NDIS 3.0 WAN Miniport Library


Operating System: Windows 95


�
Installation


Automatic set-up integrates the driver according the Windows 95 specification


Test of Installation


AVM NDIS WAN CAPI driver automatically checks for successful registration to the affected API’s


PPP over ISDN Connection  to AVM Data Call Center (ISDN +49 30 39984320)


Accessibility/Location


The AVM NDIS WAN CAPI Driver for Windows 95 is distributed free of charge and can be get by


AVM ISDN-Tools Disk


AVM ISDN-Driver Compact Disk


AVM Data Call Center�file transfer ISDN: +49 30 39984300�PPP over ISDN: +49 30 39984320 �URL: http://www.avm.de


Related Products


AVM provides NetWAYS/ISDN v3.0, a 32 bit NDIS 3.0/CAPI 2.0 driver, for a seamless network integration  of  DOS, Windows for Workgroups, OS/2, Windows 95 or Windows NT PC’s via ISDN. It offers the features of the above described AVM NDIS WAN CAPI driver plus plenty of other, powerful features to add speed, save money and ensure LAN integrity: High-performance data compression, channel bundling, channel on demand, dial on demand, inactivity timeout, extensive filter and spoofing methods, charging profiles, free of charge recall request, extensive statistics and journal for e.g. costs, CLI check, inbound authentication, security call-back, and many more.
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